
ALLEGIANCE 

November 11, 2024 

Michael Kithcart 
Town of Windsor 

-TRUCK s•-

Ref: Onondaga County Contract # 10914 

2026 Hx520 SPA 6x4 Chassis 
Viking Plow Package 

TOTAL DELIVERED PRICE 

PO: Allegiance Trucks 
Price includes 60 months engine & after 
Treatment warranty. 

$160,035 
$128,197 

$288,232 

NOTE: Due to the carrying costs while waiting for 
equipment mounting you may deduct $5,000 
if chassis is paid within 30 days of delivery to the 
body company. 

Respectfully, 

Roy Willis 

105 7�' North St• Liverpool, NY 1304 l 
Telephone 315-475-8471 • FAX 315-475-4150 

www .allegiancetrucks.com 

288,232.00
-   5,000.00

$283,232.00
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ALLEGIANCE 

October 18, 2024 

Michael IUthcart 
Town of Windsor 

-TRUCK s•-

Ref: Onondaga County Contract # 10914 

2026 Hx.520 SF A 6x4 Chassis 
Viking Plow Package 

TOTAL DELIVERED PRICE 

$149,343 
$128,197 

$277,540 

Need an updated award with the new total to procede. 

Respectfully, 

Roy Willis 

105 7u, Norlh St• Liverpool, NY 13041 
Telephone 31 S-475-8471 • FAX 315-475-4150 

www .a I legianceh·ucks.com 
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Sales Proposal For: 

TOWN OF WINDSOR 

Presented By: 

ALLEGIANCE TRUCKS 



� INTERNATIONAL 

Prepared For: 
TOWN OF WINDSOR 
Michael Kithcart 
RR4 
WINDSOR, NY 13865• 
(607)655 -1615
Reference ID: 18 Speed

October 14, 2024 

Presented By: 
ALLEGIANCE TRUCKS 

ROBERT CARSON 
105 7TH NORTH ST. 

LIVERPOOL NY 130886718 
315-475•8471 

Thank you for the opportunity to provide you with the following quotation on a new International truck. I am sure the following detailed 
specification will meet your operational requirements, and I look forward lo serving your business needs. 

AXLE CONFIG: 
APPLICATION: 

MISSION: 

DIMENSION: 

ENGINE, DIESEL: 

TRANSMISSION, MANUAL: 

·CLUTCH:

AXLE, FRONT NON-DRIVING: 
AXLE, REAR, TANDEM: 

CAB: 

TIRE, FRONT: 
TIRE, REAR: 
SUSPENSION, REAR, TANDEM: 

PAINT: 

Model Profile 
2026 HX520 SFA (HX520) 

6X4 
Front Plow and Wing with Spreader 
Requested GVWR: 66000. Cale. GVWR: 66000. Cale. GCWR: 140000 
Cale. Start/ Grade Abifily: 40,41 % / 2.69%@ 55 MPH 
Cale. Geared Speed: 81.7 MPH 
Wheelbase: 230.00, CA: 140.00, Axle to Frame: 53.00 
{Cummins X15 470V} Productivity Series, EPA 2024, 470HP@ 1900 RPM, 1750 lb•ft Torque@ 
900 RPM, 2000 RPM Governed Speed, 481 Peak HP (Max) 
{Fuller RTLOF-20918B} 18-Speed Manual, Double Overdrive, Air Shift, Internal Lube Oil Pump 
{Eaton Fuller Advantage} Self-Adjusting, 15.5" Dia Two.Plate, Cast Angle Spring, Ceramic, ?­
Spring Coaxial VCT Plus Damper with Pre•Damper, 2"-10 Tooth Spline, Mechanical Pull-Type 
Control, 4-Bulton Disc, 1750 lb-ft Torque Capacity 
{Meritor MFS-20·133A} Wide Track, l•Beam Type, 20,000-tb Capacity 
{Meritor RT•46-164EH} Single Reduction, Standard Width, 46,000-lb Capacity, Driver Controlled 
Locking Differential In Forward-Rear and Rear.Rear Axle, 200 Wheel Ends Gear Ratio: 4.30 
Conventional, Day Cab 
(2) 425/65R22.5 Load Range L HAC 3 {CONTINENTAL), 465 rev/mile, 68 MPH, Alf.Position
(8) 11R24.5 Load Range H HDL2 DL+ {CONTINENTAL), 468 rev/mile, 75 MPH, Drive
{Hendrickson HMX EX 460} Walking Beam, 46,000-lb Capacity, 54" Axle Spacing, Rubber
Springs, with Transverse Torque Rods, Rubber End Bushings
Cab schematic 1 OOL Y

Location 1: 4421, School Bus Yellow (Std) 
Chassis schematic NIA

2 Proposal: 23497-01 



� INTERNATIONAL 

Description 

Vehicle Specifications 
2026 HX520 SFA (HX520) 

Base Chassis, Model HX520 SFA with 230.00 Wheelbase, 140.00 CA, and 53.00 Axle to Frame. 

AXLE CONFIGURATION 

AXLE CONFIGURATION 6x4 

ENGINE 

October 14, 2024 

ENGINE, DIESEL {Cummins X15 470V} Productivity Serles, EPA 2024, 470HP@ 1900 RPM, 1750 lb-ft Torque @900 RPM, 2000 RPM 
Governed Speed, 481 Peak HP (Max) 
EMISSION, CALENDAR YEAR {Cummins X15} EPA, 08D and GHG Certified for Calendar Year 2024 
CARB EMISSION WARR COMPLIANCE Does Not Comply with CARB Emission Warranty 
CARS IDLE COMPLIANCE Does Not Comply with California Clean Air Idle Regulations 
EPA IDLE COMPLIANCE Low NOx Idle Engine, Complies with EPA Clean Air Regulations; Includes "Certified Clean Idle" Decal on Hood 
VEHICLE REGlSTRA TION IDENTITY ID for Non CARS Omnibus/Non ACT Adopting State or Exempt Vehicle « Contains non-mitigated 
legacy engine & must be registered outside the States of CA/MA/OR unless exempt.You may be held liable under CA/MA/OR law for 
failure to properly register/otherwise failing to follow CA/MA/OR law» 
RADIATOR Aluminum, Welded, Cross Flow, Front to Back System, 1084 Sqln, with 866 Sqln Charge Air Cooler 
FAN DRIVE {Horton Drivemaster} Two-Speed Type, Direct Drive, with Residual Torque Device for Disengaged Fan Speed 
AIR CLEANER Single Element, with Integral Pre-Cleaner, Integral Snow Valve and In-Cab Control, Engine Mounted 
ANTI-FREEZE Red, Extended Life Coolant; To -40 Degrees F/ -40 Degrees C, Freeze Protection 
BLOCK HEATER, ENGINE {Phillips} 120V/1500W 
FAN DRIVE SPECIAL EFFECTS Fan Cooling Ring with Fan Shroud Effects, Engine Mounted 
FAN OVERRIDE Manual; with Electric Switch on Instrument Panel, (Fan On with Switch On) 
HOSE CLAMPS, RADIATOR HOSES , Mechanical Type; with Constant-Tension Functionality 
PTO EFFECTS, ENGINE FRONT Less PTO Unit, Includes Adapter Plate on Engine Front Mounted 
RADIATOR DRAIN & FILL FITTING SPECIAL; To Vacuum Out or Fill the Cooling System from the Bottom of Radiator, for Use with Quick­
Connect Radiator Drain Tool or Shop Coolant Evacuation-Fill System 

TRANSMISSION 

TRANSMISSION, MANUAL {Fuller RTLOF-209188} 18-Speed Manual, Double Overdrive, Air Shift, Internal Lube Oil Pump 
CLUTCH HOUSING Aluminum; Available with 1350 to 2050 lb-ft Capacity Fuller Transmissions 
OIL COOLER, TRANSMISSION Water to Oil Type Included in Radiator End Tank (REQUIRES TRANSMISSION LUBE PUMP) 
PTO CONTROL, DASH MOUNTED For Customer Provided PTO; Includes Switch, Electric/Air Solenoid, Piping and Wiring 
TRANSMISSION OIL {EmGard 40W} Synthetlc; 22 thru 33.99 Pints 

CLUTCH 

CLUTCH {Eaton Fuller Advantage} Self-Adjusting, 15.5" Dia Two-Plate, Cast Angle Spring, Ceramic, 7-Spring Coaxial VCT Plus Damper 
with Pre-Damper, 2"-10 Tooth Spline, Mechanical Pull-Type Control, 4-Button Disc, 1750 lb-ft Torque Capacity 
CLUTCH EFFECTS Hydraulic Clutch Actuation System, with Air Assist 

REAR AXLES, SUSPENSIONS 

AXLE, REAR, TANDEM {Meritor RT-46-164EH} Single Reduction, Standard Width, 46,000-lb Capacity, Driver Controlled Locking 
Differential in Forward-Rear and Rear-Rear Axle, 200 Wheel Ends . Gear Ratio: 4.30 
SUSPENSION, REAR, TANDEM {Hendrickson HMX EX 460} Walking Beam, 46,000-lb Capacity, 54" Axle Spacing, Rubber Springs, with 
Transverse Torque Rods, Rubber End Bushings 
DIFF. SWITCH CONTROLS Two Independent Switches for Control Traction Differentials on Tandem Rear Axles, Mounted on Dash 
POL WARNING BUZZER Power Divider Lock 
TORQUE RODS {Hendrickson} TRAAX Rods, Longitudinal Only 
TRANSVERSE TORQUE RODS {Hendrickson} TRAAX Rod, Transverse Only 

FRONT AXLES 

AXLE, FRONT NON-DRIVING {Meritor MFS-20-133A} Wide Track, I-Beam Type, 20,000-lb Capacity 

3 Proposal: 23497-01 



� INTERNATIONAL 

Description 
FRONT SUSPENSIONS 

Vehicle Specifications 
2026 HX520 SFA {HX520) 

October 14, 2024 

SUSPENSION, FRONT, SPRING Two Stage Multfleaf, Shackle Type, 20,000-lb Capacity, Steel Springs 18K Capacity and (2) Rubber 
Auxiliary Springs 2K Capacity, with Shock Absorbers 

CABS, COWLS, BODIES 

CAB Conventional, Day Cab 
ACCESS, CAB Aluminum, Driver & Passenger Sides, Two Steps per Door, for use with Day Cab or Sleeper Cab 
AIR CONDITIONER wlth Integral Heater and Defroster 
AUTOMATIC CLIMATE CONTROL Automatically Maintains Cabin Comfort Based on Selected Temperature 
CAB INTERIOR TRIM Diamond Elite, for Day Cab 
COWL TRAY LID 
GAUGE CLUSTER Premium Level; English with English Electronic Speedometer 
GAUGE, AIR CLEANER RESTRICTION {FIiter-Minder) Under Hood Cleaner Mounted with Internal Switch, with Text Message in Cluster 
GAUGE, TEMPERATURE, AMBIENT Sensor Wiring with Display Unit Mounted In Cluster 
VIRTUAL GAUGE, AIR APPLICATION Requires Premium Cluster 
VIRTUAL GAUGE, MANIFOLD PRESS Data Link Driven; Mounted in Instrument Panel, Includes Controller Module. Requires Premium 
Cluster 
GRAB HANDLE, EXTERIOR (2) Chrome, Towel Bar Type, with Anti-Slip Rubber Inserts, for Cab Entry Mounted Left and Right Side at 
B-Plllar
INSTRUMENT PANEL Wing Panel
IP CLUSTER DISPLAY On Board Diagnostics Display of Fault Codes in Gauge Cluster
MIRRORS (2) C-Loop, Power Adjust, Heated, LED Clearance Lights, Bright Heads and Arms, 7.5• x 14" Flat Glass, lndudes 7.5" x 7"
Convex Mirrors, for 1 02" Load Width
MIRROR, CONVEX, LOOK DOWN Right Side, Bright, 6" x 10.5"
MIRROR, CONVEX, HOOD MOUNTED (2) Right and Left Sides, Bright, 7.5" x 7"
MODESTY PANEL Painted Body Color, with Amber Lens LED Lig111s, for Day Cab
MONITOR, TIRE PRESSURE Omit
SEAT, DRIVER (ISRI} Serles 400, Air Suspension, High Back, Mordura, Double Chamber Lumbar, Heat, Inboard Armrest, Suspension
Cover, Fore/Aft Isolator, Cushion Extension, Seat Tilt, Memory Quickdown
SEAT, PASSENGER {ISRI} Series 400, Air Suspension, High Back, Mordura, Double Chamber Lumbar, Heat, Inboard Armrest,
Suspension Cover, Fore/Aft Isolator, Cushion Extension, Seat TIit, Memory Qulckdown
SUNSHADE, EXTERIOR Aerodynamic, Painted Roof Color, with Integral LED Clearance/Marker Lights
WINDOW, POWER (2) and Power Door Locks, Left and Right Doors, Includes Express Down Feature
WINDSHIELD Heated, Single Piece
WINDSHIELD WIPER BLADES Winter Type

FRAMES 

FRAME RAILS HeatTreated Alloy Steel (120,000 PSI Yield); 12.50" x 3. 750" x 0.500" (317 .5mm x 95.25mm x 12. 7mm); 480.8" (12212mm) 
Maximum OAL 
BUMPER, FRONT Gull Wing, Aluminum, Stainless Steel Clad, Heavy Duty 
CROSSMEMBER, FRAME TIE for Standard Duty 
CROSSMEMBER, REAR Relocated to End of Frame 
FRAME EXTENSION, FRONT Integral; 27" In Front of Grille, Includes Crossmember for Front PTO 
WHEELBASE RANGE 211" (535cm) Through and Including 256" (650cm) 

BRAKES 

BRAKE SYSTEM, AIR Dual System for Straight Truck Applications 
AIR BRAKE ABS {Bendix AntlLock Brake System} 4-Channel (4 Sensor/4 Modulator) Full Vehicle Wheel Control System 
BRAKE, PARKING Manual Push•Pull Pneumatic Parking Brake 
BRAKES, FRONT {Meritor 16.5X6 Q-PLUS CASTI Air S-Cam Type, Cast Spider, Fabricated Shoe, Double Anchor Pin, Size 16.5" X 611, 

23,000-lb Capacity 
BRAKE CHAMBERS, FRONT AXLE {Bendix} 24 Sqln 
SLACI< ADJUSTERS, FRONT {Gunite} Automatic 
BRAKE DRUMS, FRONT {Webb} Cast HD, Size 16.5" x 6" 

4 Proposal: 23497-01 
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Description 

DUST SHIELDS, FRONT BRAKE for Air Cam Brakes 

Vehicle Specifications 
2026 HX520 SFA {HX520) 

October 14, 2024 

BRAKES, REAR {Meritor 16.5X7 Q-PLUS CAST} Air S-Cam Type, Cast Spider, Fabricated Shoe, Double Anchor Pin, Size 16.5" X 7", 
23,000-lb Capacity per Axle 
BRAKE CHAMBERS, REAR AXLE {Bendlx EverSure) 30/30 Sqln Spring Brake 
SLACK ADJUSTERS, REAR {Gunlte} Automatic 
DUST SHIELDS, REAR BRAKE for Air Cam Brakes 
BRAKE CHAMBERS, POSITION on Rear/Rear Axle Located Inside Rear Tire Envelope (Meets Asphalt Spreader/Paver Clearance 
Requirements) 
PARK BRAKE CHAMBERS,ADDITIONAL {2) Spring Brake Type 
AIR COMPRESSOR {Cummins} 18.7 CFM 
AIR DRYER {Bendix AD-HF} with Heater, Includes Pressure Proteclion Circuits, Safety Valve, Integral Purge Tank, Governor Pressure 
Settings 110 psi Cut-ln/130 psi Cut-Out, Integrated PuraGuard Coalescing Filtration 
AIR DRYER LOCATION Mounted Inside Left Rall, Back of Cab 
AIR TANK LOCATION {2} Mounted Under Battery Box, Outside Right Rail, Back of Cab, Perpendicular to Rail 
DRAIN VALVE {Bendix DV-2} (2) Automatic, with Heater, for Air Tank 
TRAJLER CONNECTIONS Four-Wheel, with Hand Control Valve and Tractor Protection Valve, for Straight Truck 

STEERING 

STEERING GEAR (2) {Sheppard M100/HD94} Dual Power 
STEERING COLUMN Tilting and Telescoping 
STEERING WHEEL 4-Spoke; 18" Dia., Black 

DRIVE LINES 

DRIVELINE SYSTEM {Dana Spicer} SPL250 Main Driveline with SPL 170 lnteraxle Shaft, for 6x4 

EXHAUST SYSTEMS 

EXHAUST SYSTEM Horizontal Aftertreatment System, Frame Mounted Right Side Under Cab, for Single Vertical Tail Pipe, Cab Mounted 
Righi Side 
AFTERTREATMENT COVER Aluminum 
ENGINE COMPRESSION BRAKE {Cummins} lnterbrake For Cummins Signature/lSX/X15 Engines; Furnished with Engine 
EXHAUST HEIGHT 10' 
MUFFLER/TAIL PIPE GUARD (1} Bright Stainless Steel 
TAIL PIPE (1) Turnback Type 

ELECTRICAL SYSTEMS 

ELECTRICAL SYSTEM 12-Volt, Slandard Equlpmenl 

ALTERNATOR {Leece-Neville AVl160P2013} Brush Type, 12 Volt, 160 Amp Capacity, Pad Mount 
ANTENNA for Increased Roof Clearance Applications 
AUXILIARY HARNESS 5.0' for Auxiliary Front Head Lights and Turn Signals for Front Plow Applications 
BACK-UP ALARM {Preco 1059} Electronic; Solid State, Dual Function, 112 dBA 
BATTERY BOX Aluminum, with Plastic Cover, 18" Wide, 2-4 Battery Capacity, Mounted Right Side Back of Cab 
BATTERY CABLES with 36" of Extra Length Coiled and Strapped Near Battery Box 
BATTERY DISCONNECT SWITCH 300 Amp, Disconnects Power to Power Distribution Center (PDC), Does Not Disconnect Charging 
Circuits, Locks with Padlock, Cab Mounted 
BATTERY SYSTEM {Fleetrite} Maintenance-Free, {3) 12-Volt 2850CCA Total, Top Threaded Stud 
BEACON LIGHTS (2) LED, Cab Mounted, Includes Stainless Mounting Brackets, Wiring, and Switch on Dash 
BODY BUILDER WIRING Back of Day Cab at Left Frame or Under Sleeper, Extended or Crew Cab at Left Frame; Includes Sealed 
Connectors for Tail/Amber Turn/Marker/ Backup/Accessory Power/Ground and Sealed Connector for Stop/Turn 
CB RADIO Accommodation Package, Header Mounted, Feeds from Accessory Side of Ignition Switch, Includes Power Source, One 
Antenna and Antenna Base With Wiring on Left Side Mirror 
2-WAY RADIO Wiring Effects; Wiring with 20 Amp Fuse Protection, Includes Ignition Wire with 5 Amp Fuse, Wire Ends Heat Shrink and
Routed to Center of Header Console In Cab
CIRCUIT BREAKERS Manual-Reset (Main Panel} SAE Type Ill with Trip Indicators, Replaces All Fuses
HEADLIGHT WARNING BUZZER Sounds When Head Light Switch is on and Ignition Switch is in "Off" Position

5 Proposal: 23497-01 
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Description 
HEADLIGHTS Halogen 

Yehlcle Specifications 
2026 HX520 SFA (HX520) 

HORN, AIR (2) Single Bell, Organ Tone, Extra long, Chrome 
HORN, ELECTRIC Disc Style 

October 14, 2024

POWER SOURCE, ADDITIONAL Auxiliary Power Outlet (APO) with USB-A Port and USB-C Port, Located in the Instrument Panel 
RADIO AM/FMN.JB/Clock/Bluetooth/USB lnpuUAuxiliary Input 
SNOW SHIELD (2) Chrome; for Dual Air Horns 
SPEAKER, AUXILIARY, CB RADIO with Jack for CB; Mounted Left Side Above Driver's Door 
SPEAKERS (2) 6.5" Dual Cone Mounted in Doors 
STARTING MOTOR {Mitsubishi Electric Automotive America 105P} 12-Volt, �ith Soft-Start 
STOP-LIGHT WIRING MODIFIED Stop-Lights Turned on When Engine Compression Brake, Exhaust Brake or Retarder is Activated 
SWITCH, AUXILIARY Switch 40 amp Circuit for Customer Use; Includes Wiring Connection at Power Distribution Center (PDC) and 
Control in Cab 
TEST EXTERIOR LIGHTS Pre-Trip Inspection will Cycle all Exterior Lamps Except Back-up Lights 
TRAILER CONNECTION SOCKET {Phillips} 7-Way, Mounted at Rear of Frame, Wired for Tum Signals Combined with Stop, Compatible 
with Trailers with Combined Stop, Tail, Turn Lamps 
TURN SIGNAL SWITCH Self-Canceling 

FRONT END 

FRONT END Tiltlng, Composite 
BUG SCREEN Mounted Behind Grille 
FENDER EXTENSIONS Rubber 
GRILLE Chrome Vertical Accent Bars, with Black Mesh 
LOGOS EXTERIOR Model Badges 
LOGOS EXTERIOR, ENGINE Badges 

SPEEDOMETER, TOOLS, MISC

CHASSIS COATING Corrosion Resistant E-Coal Primer Coating for Single Frame Rails 
COMMUNICATIONS MODULE Telema!lcs Device with Over the Air Programming; includes Five Year Data Plan and lnlemallonal 360 
GCWR RANGE GCWR Equal to or Less than 80,000-lb, Higher GCWR May Result in Reduced Engine Performance While Operating in 
Extreme Hot Weather Conditions 
LABEL, DEF •DEF ONLY" 
OVER WIDTH IDENTITY Customer Approval, This Combination will Result in Vehicle Width Over 102" 
PAINT SCHEMATIC, PT-1 Single Color, Design 100 
PAINT TYPE Base CoaUClear Coal, 1-2 Tone 
PROMOTIONAL PACKAGE Government Sliver Package 
SAFETY TRIANGLES 

FUEL TANKS 

FUEL TANK Non-Polished Aluminum, 24• Dia, 80 US Gal (303L), Mounted Left Side, Under Cab 
DEF TANK 10.8 US Gal (41L) Capacity, Frame Mounted Outside Left Rail, Under Cab 
FUEL HEATER PLUMBING {Cummins} Plumbing for Thermal Recirculation Valve (TRV) Mounted to Cummins X15 Engines, 
Thermostatically Controlled 
FUEL TANK STRAPS Bright Finish Stainless Slee! 
FUEL/WATER SEPARATOR {Racor 6600} Pre-Filter and Filler Base, Includes Waler-in-Fuel Sensor 

WHEELS, TIRES • FRONT 

WHEELS, FRONT {Accuride 29806} DISC; 22.5x12.25 Rims, Powder Coat Steel, 5-Hand Hole, 10-S\ud, 285.75mm BC, Hub-Piloted, 
Flanged Nut, with Steel Hubs, Offset 4.63" 
(2) TIRE, FRONT 425/65R22.5 Load Range L HAG 3 (CONTINENTAL), 465 rev/mile, 68 MPH, All-Position

WHEELS, TIRES • REAR 

WHEELS, REAR {Accuride 28827} DUAL DISC; 24 .5x8.25 Rims, Powder Coat Steel, 10-Stud, 285. 75mm BC, Hub-PIioted, Flanged Nut, 
with .472" Thick Increased Capacity Disc and with Steel Hubs 

6 Proposal: 23497-01 
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Description 

Vehicle Specifications 
2026 HX520 SFA (HX520) 

(8) TIRE, REAR 11R24.5 Load Range H HDL2 DL+ (CONTINENTAL), 468 rev/mile, 75 MPH, Drive

BODY INTEGRATION 

October 14, 2024 

BDY INTG, REMOTE POWER MODULE Mounted Inside Cab Behind Driver Seat, Up to 6 Outputs & 6 Inputs, Max 20 amp per Channel, 
Max 80 amp Total; Includes 1 Switch Pack with Latched Switches 

Services Section: 

WARRANTY 

WARRANTY Standard for HX520, HX620, Effective with Vehicles Built January 1, 2021 or Later, CTS-20158 
SRV CONT, EXT CUMMINS ENG/AFTR {Cummins} To 60-Month/100,000 Miles (160,000 km), Extended Cummins X15 Efficiency or 
Producl!vlty Series Engine Coverage, Protection Plan 1 and Aflertreatment 

viking 

7 Proposal: 23497-01 



Gives Corporation, dba 
Viking Cives (USA) 
14331 Mill Street 
Harrisville, NY 13648 
Phone: (315) 543-2321 
Fax: (315) 543-2366 
www.vikingcives.com 

QUOTATION 

Quote ID: MG00000560 

Page 1 of 5

ONONDAGA 2013 
Catalog 

Customer: TOWN OF WINDSOR 
Contact: 

Quote Number: MG00000560-A 

Quote Date: 10/14/2024 
Quote valid until: 12/13/2024 Address: 174 CHAPEL STREET 

WINDSOR NY 13865 For: 

Phone: 
Fax: 

Attn: 

1······•--,..�-·�- '·--:·· •:a:;'-".,:··-.. ",., 

n:ervnJ.UMBER.t 

S50121 
S54170 
(PLOW) 
S50504 

S75553 

S50550 
S50610 
S50201 
S50650 
S50685 
S75434 

S10500F 

S14001F 
S13010F 
S13804 
S15101F 
S12200F 

S30700F 
S33300F 
S34001F 

S60019 
S60625 
(WING) 
S61005 
S60300 

S40513F 
S40300F 

Terms: Net 30 days 
Salesperson: Matt Gibson 

FOB: Destination 

fg:uANthfis D�&�R,Rl1QN.�;·:·;1·\-j��::-_•·��):·�1.:·.:�{1:�,�,���1:��:��-\:��-: .. :.·.·:·.·�::·;;:�\.>�t·::,\·(i{:·�:;_.i:t�·.f,-: .. t.(�-(:,i;;.:.:_·. :}'(!;j).}Jfi
t
eRlc'e i::I?4r.wfqiJNi

REVA-

REMOVED PTO 

INSTALLATION: TO BE COMPLETED AT BINGHAMTON 

TRUCK BODY. LABOR INCLUDED IN THIS PRICE 

HD ONEWA Y COMPRESION SPRING 

1 OW3564HS9 MOLDBOARD RH OW LOW SPEED COMP 
1 11' BLADE CARBIDE W/ STEEL 12" TRAPEZOJD 

1 ONEWA Y HS PUSHFRAME 
1 30 1/2" VIKING QUICK LOCK 
1 #o5 ALLOY PUSHFRAMB SHOES 
3 60 DEGREE MOLDBOARD SHOE (USE W/ CARBIDE BLADES) 
1 STANDARD NOSE PIECE 
1 RUBBER DEFLECTOR (12"X 9') ONEWA Y 
1 PLOW MARKER 36" ONEWA Y 
1 JACK STAND (TU�E MOUNT) ONEWAY 

HITCH 
1 POWER-TILT WING 
1 TRIPLE GRAB STANDARD LIFT GROUP 
1 PUSH CENTER 30 l/2" 
1 PUSH CENTER VKG QUICKLOCK 30 1/2" CENTER, PIN ON 2 1/8" 
1 STAINLESS STEEL QUICK DISCONNECTS (LIFT CYLINDER) 
1 PUMP BRACKET PTO 

FRONT MAST 

1 FH33 CABLE FRONT MAST 
1 FULL TRIP HINGE (5 DEGREE) STANDARD RIGHT HAND 
1 STAINLESS STEEL QUICK DISCONNECTS 

STANDARD RIGHT HAND WINGS 

1 1 l 12WHD RH SUBURBAN STANDARD WING 
1 11' BLADE CARBIDE 12" BULLNOSE 

1 STAND-OFF ARM PR FULL TRIP CABLE 
1 SHOE IO DEG FAB (ADDITIONAL) WING EXTRA 

CABLE R£AR MASTS 

1 HC109635 CABLE SINGLE DA 
1 1/2" WIRE ROPE CABLE SINGLE SA 
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iMasij·: 
S40651F 

HYD PKG 

S20001F 

S22030F 

S22117F 

SHS0003F 

SRM0015F 

SFP0008F 

SPP0019F 

SHP0002F 

SMP0002F 

SBP0010F 

S24210F 

S24240F 

SCC0002F 

SCC0004F 

S70006F 

S70129F 

S89313F 

S70121F 

S70388F 

S70386F 

Cives Corporation, dba 
Viking Cives (USA) 
14331 Mill Street 
Harrisville, NY 13648 
Phone; (315) 543�2321 
Fax: (315) 543-2366 
www.vlkingcives.com 

QUOTATION 

Quote ID: MG00000560 

Page 2 of 5 

ONONDAGA 2013 
Catalog 

l::cid;;/;frinr-1 oesc.Ri�fio.N\..,,:/,;:;:.;;,,�,;,:,.;_.;,:::/\;.: .. : .. :i,<.: .. ::.;i\: .. :�\:,i:J:::-.,,.,)J<.:.i<.ii_:.:,>::: .. ::,:;,:: .... :. \:�u tiif:Piii c� /\:.\iKM0.uN.r
1 RUBBER STAND-OFF ARM STOPS CABLE REAR MASTS 

HYDRAULIC PUMP 

1 S20001F- CUSTOMIZED HYDRAULIC PACKAGE (call for pricing) 

FORCE 5.61 LOAD SENSE PISTON PUMP - FRONT MOUNTED 
PUMP 
LOW OIL SHUTDOWN CONTROL AND SYSTEM WARNING KIT 

FORCE VAL YES 
SIA DUMP HOIST 
DIA SIDE DUMP 
DIA PLOW LIFT 
DIA WING TOE 
DIA WING HEEL 
DIA BRACE 
AUGER SPINNER 
3100 CONTROLLER 
USB KEY 

1 DRIVE SHAFT FOR CUSTOM FRONT MOUNTED PUMP 
1 OIL RESERVOIR 40 GAL CABINET MOUNT 
1 LOW OIL SENSOR CABINET TANK 
1 SUCTION SHUT-OFF CABINET TANK, LOAD SENSE PUMP 
1 RETURN MANIFOLD 1 BANK INCORPORATED FLOW CTRL 
1 PLUMB KIT - FLOW CONTROL PROLJNE SD SS 
1 PLUMB KIT-TRANS MT LOAD SENSE CABINET TANK LOW OIL 

SHUTDOWN 
1 PLUMB KIT-HITCH PT & TO STAINLESS STEEL 
1 PLUMB KIT FRONT MAST STAINLESS STEEL 
1 PLUMB KIT-BODY PROLINE SD SA SS 
1 2 DEL HANDLE FLOOR MOUNT AIR 
1 4 DEL HANDLE PEDESTAL MOUNT AIR 
1 AIR SUPPLY KIT 2 BANKS (1 FL l PED) 
1 AIR TAILGATE DA LOCKJNG AIR CONTROLS 

LIGHTING 

2 PLOW LIGHTS LED HEATED 

1 SET PLOW 
1 SET TOP OF CAB - DRIVING LlGHTS 

1 ROOF BAR (NO LIGHTS INCLUDED) 
4 WORK AUXILIARY LIGHT LED 

I FRONT POST 
lWING 
1 SPREADER 
1 CONVEYOR BOX 

1 LED LIGHTS STOP/TAIL/TURN BACK OF BODY (PAIR) 
1 LED STROBE AMBER FLASHERS BACK OF BODY (PAIR) 
3 BACK UP LED LIGHTS BACK OF BODY (PAIR) 



S70134F 1 

S70135F 1 
S70339F 1 
S70360F 1 
S70391F 1 
S89319F 1 
S70406F 1 

BODY1 1 

SBK0003F 1 

Gives Corporation, dba 
Viking Gives (USA) 
14331 Mill Street 
Harrisville, NY 13648 
Phone: (315) 543-2321 
Fax: (315) 543-2366 
www.vikingcives.com 

l SET REAR BODY
1 SET FRONT CABSHIELD
1 SET SIDE CABSHIELD

LED MARKER LIGHTS 4 RED 

PINTLE HOOKS 

PINTLE HOOK 25 TON AND PLATE SPRING MOUNTED 
CHIPPER BAR 
7 WAY TRAILER PLUG (ROUND PIN) 
LED COMBOS FOR PINTLE PLATES S/T/T/B 
GLAD HANDS (for use w/ air brake lines furnished w/ chassis) 
TOOL BOX STAINLESS STEEL 18"Xl8"x24" 

MISCELLANEOUS ACCESSORIES 

DUMP BODY 

Viking Side Dump 
86" Inside Width, 98" Outside 
Standard 3/16" Corten Steel Construction 
1/4" Hardox450 Tipper Floor 
25:1 Wormgear Gearbox 
Double Acting Tailgate 
Solid Curb Sidewall 
Ladder Front Left 

SS Tipper Hinge & Pin 
Remote Grease 

ONl 0003 - PL1415SD(l2.4/15.5) 40" Side Height with 55" Tailgate 
height 
ON10004 • Side Tilt Indicator 

ONI 0007 - Asphalt Apron 
STEEL - PAINTED BODY· SMOOTH SIDE 
(3) COAL DOORS
STEP OVER GEARBOX
STEP INSIDE BODY
LADDER HANDLES
SS ROLL PrNS
BAR FLIGHTS EVERY OTHER LINK
ON I 0024 - Screens
ONI00l8 - DA Telescopic Hoist (PL1415) - POWER UP AND DOWN
18" SPINNER DISC
VCL PAINT

QUOTATION 

Quote !D: MG00000560 
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VCU • ADD 4 "D" RlNGS ON BODY - CUSTOMER LOCATION TBD 

BODY KIT - PROLINE SIDE DUMP INCLUDES VCU POLY CHUTE 



SCK0004F 1 
SBK0003F 1 

STS0003F 1 
STP0004F 1 
STS0035F 1 

S79010F 1 
S79100F 1 
S79110F 4 
S7911BF 1 
S79115F 1 
S79150F 1 
S79180F 1 
S79210F 1 
S79310F 1 
SFPP01 1 
SRPP01 1 
SFWP01 1 
SRWP01 1 
SDBP02 1 

QUOTATION 
Clves Corporation, dba 
Viking Clves (USA) 
14331 Mill Street 
Harrisville, NY 13648 
Phone: (315) 543-2321 
Fax: (315) 543-2366 
www.vikingcives.com 

Quote ID: MG00000560 
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CHASSIS KIT 

OTHER CHASSIS 
PROLINE SIDE DUMP 

TARP SYSTEM 

ROLL-RlTE, NO HOUSING, 4 SPR 
ROLL-RITE TARP, ASPHALT, 18' 
PROLINE ADAPTERS (STAINLESS STEEL) 

TRUCK MOUNT INSTALL 
INSTALL FULL MOUNT PLOW SYSTEM 
INSTALL PLOW LIGHTS 
INSTALL WING LIGHTS & DRIVING/ TI LIGHTS 
INSTALL ROOF BARUGHTS 
INSTALL SANDER/ SPOT UGHT 
INST ALL EXTRA VAL VE SECTION (PER EACH SECTION) 
INSTALL ELECTRIC SPEADER CNTRL (PIPED TO REAR OF CAB) 
INSTALL DUMP BODY COMBINATION FRONT/ REAR DISCH 
INSTALL TARP SYSTEM SEMI-AUTOMATIC OR ELECTRIC 
ST AND ARD ORANGE 
MATCH FRONT OF PLOW 
STANDARD ORANGE 
MATCH FRONT OF WING 
PAINT BODY TO MATCH CAB 

ONONDAGA 2013 
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Quote Total: $182,811.00 

30.00% Discount: ($54,843.30' 

Delivery to Region 1 

Total Cost For 
Equipment: 

$127,967.70 

Charges 
1-------1 

$230 

Total Due $128,197.70 

The followln o tlons ma be added: 

Customer must fill out t e in ormation below before the order can be processe , .. h . f d 

Accepted by: 

Date: 

P. 0. number: 

The price and terms on this quotation are not subject to verbal changes or other agreements unless approved in writing by the 
Home Office of the Seller. All quotations and agreements are contingent upon strikes, accidents, fu'es, availability of material and all 
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other causes beyond our control. Prices are based on costs and conditions existing on date of quotation and are subject to change by the 
Seller before final acceptance. 
♦ Typographical and stenographic errors subject to corrections. Purchaser agrees to accept either overage or shortage not in excess of
ten percent to be charged pro-rata. Purchaser assumes liability for pate11t and copyright infringement when goods are mode to
Purchaser's specifications. When quotation specifies material to be fumished by the purchaser, ample allowance must be made for
reasonable spoilage and material must be of suitable quality to facilitate efficient production.
♦ Conditions not specifically stated herein shall be govemed by the established trade customs. Terms inconsistent with those sta1ed
herein which may appear on Purchaser's formal order will not be binding on the Seller.
♦ Unless otherwise stated, Installation charges do not include modifications to exhaust systems, cab protectors or bumpers.
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